Network Camera & IP Tool Simple Manual Rev 1.1

[=l IP Tool and Full Manual download link

3% Caution for install IP Tool
v Installable in Win10 64x 2004 version or later
v Internet connection required

Starting

Default value of products

¢ |P:192.168.0.2 * ID/PW : Created upon activation
e DHCP : OFF (Refer to page 2 for activation instruction)

<Note>
@ In case of NK2100,5100,8100 series, the password can be created after activation.
v" The activation process can be achieved just one time through IP Tool or webpage.
@ The default account is vulnerable to security, so it is recommended to change it periodically.
(The users are responsible for security and other issues arising from the use of the default account)
@ To block viruses and malicious code, we recommend installation of antivirus program on your PC or
smartphone to which the IP cameras are connected.

Activating the camera
(1) IP Tool

NK2/5/8100 v1,0.21 - IPTool

- a X

Discovered Cameras 51

(G s |

() Refresh ©) Reboot 7 ChangelP = Export =i Import () Web Site

[ ] Show Password

T FW Upgrade

192.16&!09,@ Activated  NK2100VD-IR-AF 80 Activate

192.168.109.103 NK2100VD-IR-AF 80 User ID

192.168.109.104  Activated  NK2100VD-IR-AF 80 lUser\D ]
Password

| l

Confirm Password

| l

The password must be at least 9 characters and must be a combination of at
least 3 of uppercase letters, lowercase letters, numbers and special characters.

@ Check the status (Inactivated)
@ Click on 'Activate’ button of IP tool Start Close
® Enter the account info and Click the ‘Start’

(2) Webpage

(2-1) Access to the camera’s webpage requires that the PC and the camera use the same IP band.
®
x

General

Advanced TCP/IP Settings X

IPSettings DNS — WINS
You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator

for the appropriate IP settings. IP addresses

(O Obtain an IP address automatically IP address Subnet mask. &
(@) Use the following 1P address: 192,168.1.10 255,255, 255.0
v
Ip address: immarn e aa e e nen
< >
Default gatenay: 192 168, 1 . 1 - Edit... REl ave
Obtain DNS server address automatically
¥ Default gateways:
(®) Use the following DNS server addresses: TCR/IP Address d
Preferred DNS server: [ Gateway @
ket DS server: I%I IP address: 192 .168 . 0 .200
[valicate settings upon exit
D’“mﬂ : subnet mask: 255 ,255 ,255 . 0

s

Cancel

Add IP bands in the same band as the camera’s initial IP to the PC.
@ Start = Control Pannel = Network and Internet connections = Network connection = Local area connection
(Ethernet) properties = Internet
Click protocol version 4 (TCP/IPv4)
@ Click ‘Advanced’ =» ‘IP address’ on the 'IP settings’ tab = Click ‘Add’
3 Enter the IP address of the same band as the initial IP of the camera and add it (Example : 192.168.0.200)

(2-2) After adding the IP band, please access to camera’s webpage for activation process.

(N | |

@ hitp://192.168.02/

User Name
Password

Confirm Password

User Type

Password must be at least 9 characters and must cantain at least ane lowercase. uppercase, number and
special character

@ Enter the IP initial value (192.168.0.2) in the web browser
® Enter the account information and click the "Apply’



Changing IP address of the camera

The IP Tool allows you to assign the camera’s IP address from the initial value to the

address user need.

Subnet Mask

Discq Change IP Address I admin ‘ Password |

DHCP Activate ) Reboot = Expot 4 Import () Web Site

@) of
1P Add Change IP Address

D or 116

1921683 (Firs)P Address 21 OFF
192.168) [ 0000 1 21 OFF
192168 415 21 OFF

@ Run IP Tool
@ Discover cameras automatically

‘ 0.0.0.0

Gateway Address

discovered list

‘ 0.0.00

| @ Enter the account info of selected camera

DNS

0000

® Click on ‘Change IP' button

Change Port
®) of

80

Cancel

® Click on 'Start’ after changing IP address

Connecting to NVR

(1) Local network connection

F o =
e

Automatic Addressing (DHCP)

Service

IP Address
Met Mask

Gateway

(System — Menu — N

Network
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e 1
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DDNS WRS

1 Q off Qon

192.168.0.100 ‘

255.255.255.0 ‘

192.168.0.1 ‘

IP Address2(PoE)
UPnP Port Forwarding

etwork)

@ Set the NVR IP address to the same IP band of the camera.

| Show Password

T FWUpgrade

3 Select camera to change IP address from the

Channel 1 Configuration
©)

X

Pratocol © onvIF O wese
Search Local IP Camera
1P or URL @
Port 80
TS Qo Oon
User ID
Password
@ Gel Camera Information
Model
’\Swal Number
B Change Stream Config
Encoding Type Izl
Main Stream E‘
2nd Stream E‘
Auply
Audio Transmission O off Oon

(System — Menu — Device — Camera — Configuration)

@ Search for IP camera connected to the network via ‘Local IP camera search menu'’ after selecting a protocol

® Or manually enter the camera IP address, account info and port
@ Click on 'Get camera information’ to check if the information of model name, serial number, encoding type

® To change encoding type and resolution, please check ‘change stream config’ option

and resolution show

(2) PoE Connection

©)

_7-

Qon

Config Name Status

1 | Config e -

2 [ ] Config Cam2? Connecting

3 | | Config Cam3 Connecting

4 W Config Camd

I Auto IP Configuration of PoE Port Q oif Qon I
LS ° off
User ID
Password

<Note>

@ This feature is available in NVRs with PoE
@ The IP address of cameras connected by PoE are automatically allocated in the same band as IP address2(PoE)
(Example : If IP address 2 is 10.1.1.1, the camera’s IP address is automatically assigned to 10.1.1.31)

Get Camera Information

D Set the IP of the camera to DHCP ON (can be set in camera’s webpage)
@ Set 'Auto IP configuration of PoE port’ to ‘On’
® Enter the IP Camera’s ID and password

@ Connect the camera’s network port to the NVR's PoE port (no additional power required)
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